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      “C:\Program Files\Siemens\Step7\S7DATA\snmp\snmp_ini”  

       SNMP OPC Server  WinCC

 WinCC 

 

       Windows  

 <DeviceType Name=... 



 ...... 

 ...... 

 </DeviceType> 

        

        

 <DeviceType Name="SNMP_PPC" ProfileFile="my_Profil_IPC_V13.txt," DefaultFlag="0"> 

  <Member Name="dmTemperature0SessionCurrent" 

Description="dmTemperature0SessionCurrent" ASType="7" OSType="7" Property="4" Format="0" 

ASOffset="0" OSOffset="0" Protocol="1" TopLimt="0" ButtomLimt="0" SubstituteValue="0" 

LimitFalgs="0"/> 

  <Member Name="dmTemperature1SessionCurrent" 

Description="dmTemperature1SessionCurrent" ASType="7" OSType="7" Property="4" Format="0" 

ASOffset="0" OSOffset="0" Protocol="1" TopLimt="0" ButtomLimt="0" SubstituteValue="0" 

LimitFalgs="0"/> 

  <Member Name="dmTemperature2SessionCurrent" 

Description="dmTemperature2SessionCurrent" ASType="7" OSType="7" Property="4" Format="0" 

ASOffset="0" OSOffset="0" Protocol="1" TopLimt="0" ButtomLimt="0" SubstituteValue="0" 

LimitFalgs="0"/> 

  <Member Name="dmFan0SessionCurrent" Description="dmFan0SessionCurrent" 

ASType="7" OSType="7" Property="4" Format="0" ASOffset="0" OSOffset="0" Protocol="1" 

TopLimt="0" ButtomLimt="0" SubstituteValue="0" LimitFalgs="0"/> 

  <Member Name="dmFan1SessionCurrent" Description="dmFan1SessionCurrent" 

ASType="7" OSType="7" Property="4" Format="0" ASOffset="0" OSOffset="0" Protocol="1" 

TopLimt="0" ButtomLimt="0" SubstituteValue="0" LimitFalgs="0"/> 

  <Member Name="dmFan2SessionCurrent" Description="dmFan2SessionCurrent" 

ASType="7" OSType="7" Property="4" Format="0" ASOffset="0" OSOffset="0" Protocol="1" 

TopLimt="0" ButtomLimt="0" SubstituteValue="0" LimitFalgs="0"/> 

  <Member Name="dmFan0Status" Description="dmFan0Status" ASType="7" 

OSType="7" Property="4" Format="0" ASOffset="0" OSOffset="0" Protocol="1" TopLimt="0" 

ButtomLimt="0" SubstituteValue="0" LimitFalgs="0"/> 

  <Member Name="dmFan1Status" Description="dmFan1Status" ASType="7" 

OSType="7" Property="4" Format="0" ASOffset="0" OSOffset="0" Protocol="1" TopLimt="0" 

ButtomLimt="0" SubstituteValue="0" LimitFalgs="0"/> 



  <Member Name="dmFan2Status" Description="dmFan2Status" ASType="7" 

OSType="7" Property="4" Format="0" ASOffset="0" OSOffset="0" Protocol="1" TopLimt="0" 

ButtomLimt="0" SubstituteValue="0" LimitFalgs="0"/> 

 </DeviceType> 
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 <DeviceType Name="SNMP_PPC"> 

  <AlarmMessage Class="PCS1_PLC" Type="PCS_TROUBLE"> 

   <InfoText>Fan0 alarm 

   </InfoText> 

   <MsgVar Bit="0"> 

    <Name>dmFan0Status</Name> 

   </MsgVar> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <Action> 

    <Name>LoopInAlarm</Name> 

    <Param>Dummy</Param> 

   </Action> 

   <TextOrigin TextRef="1"/> 

   <TextArea TextRef="2"/> 

   <TextEvent TextRef="24"/> 

  </AlarmMessage> 

  <AlarmMessage Class="PCS1_PLC" Type="PCS_TROUBLE"> 



   <InfoText>Fan1 alarm 

   </InfoText> 

   <MsgVar Bit="0"> 

    <Name>dmFan1Status</Name> 

   </MsgVar> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <Action> 

    <Name>LoopInAlarm</Name> 

    <Param>Dummy</Param> 

   </Action> 

   <TextOrigin TextRef="1"/> 

   <TextArea TextRef="2"/> 

   <TextEvent TextRef="25"/> 

  </AlarmMessage> 

  <AlarmMessage Class="PCS1_PLC" Type="PCS_TROUBLE"> 

   <InfoText>Fan2 alarm 

   </InfoText> 

   <MsgVar Bit="0"> 

    <Name>dmFan2Status</Name> 

   </MsgVar> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 



   <ProcessValue/> 

   <ProcessValue/> 

   <ProcessValue/> 

   <Action> 

    <Name>LoopInAlarm</Name> 

    <Param>Dummy</Param> 

   </Action> 

   <TextOrigin TextRef="1"/> 

   <TextArea TextRef="2"/> 

   <TextEvent TextRef="26"/> 

  </AlarmMessage> 

 </DeviceType> 
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 <AlarmText Id="TextId_24"> 

  <LocalizedText LanguageId="7"> 

   Fan 0 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="9"> 

   Fan 0 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="16"> 

   Fan 0 alarm. 

  </LocalizedText> 



  <LocalizedText LanguageId="12"> 

   Fan 0 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="10"> 

   Fan 0 alarm.  

  </LocalizedText> 

  <LocalizedText LanguageId="4">CPU </LocalizedText> 

  <LocalizedText LanguageId="17">Fan 0 alarm.</LocalizedText> 

 </AlarmText> 

 <AlarmText Id="TextId_25"> 

  <LocalizedText LanguageId="7"> 

   Fan 1 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="9"> 

   Fan 1 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="16"> 

   Fan 1 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="12"> 

   Fan 1 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="10"> 

   Fan 1 alarm.  

  </LocalizedText> 

  <LocalizedText LanguageId="4"> </LocalizedText> 

  <LocalizedText LanguageId="17">Fan 1 alarm.</LocalizedText> 

 </AlarmText> 

 <AlarmText Id="TextId_26"> 

  <LocalizedText LanguageId="7"> 

   Fan 2 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="9"> 

   Fan 2 alarm. 

  </LocalizedText> 



  <LocalizedText LanguageId="16"> 

   Fan 2 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="12"> 

   Fan 2 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="10"> 

   Fan 2 alarm. 

  </LocalizedText> 

  <LocalizedText LanguageId="4"> </LocalizedText> 

  <LocalizedText LanguageId="17">Fan 2 alarm.</LocalizedText> 

 </AlarmText> 

        <DeviceType Name="SNMP_DEFAULT">
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